
Flange Size
Tubing 
Size

Part Number

7-1/16” 2-3/8”

7-1/16” 2-7/8”
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TC-1 Wrap-Around Tubing Hanger
Reliable compression seal controls annulus 
pressure during Tree installation.

TC-1A and TC-1B Mandrel Tubing Hangers
Lift and suspension threads are available in standard tubing sizes and 
threads. Threaded type H back pressure valve prep also available.

Flange Size
Tubing 
Size

Part Number

7-1/16” 2-3/8”

7-1/16” 2-7/8”

7-1/16” 2-3/8”

7-1/16” 2-7/8”

TC-1A-EN Extended Neck Tubing Hanger
Annular seal is lockscrew energized. Lift and suspension threads are 
available in standard tubing sizes and threads. Threaded type H back 
pressure valve prep standard. Neck seals on tubing hanger provide 
reliable annulus sealing and isolate DHCV lines.

Flange Size
Working 
Pressure

Tubing 
Size

Part Number

7-1/16” 5,000 2-3/8”

7-1/16” 5,000 2-7/8”

7-1/16” 10,000 2-3/8”

7-1/16” 10,000 2-7/8”

W E L L H E A D



Flange Size
Tubing 
Size

Part Number

4” 2-3/8”

4” 2-7/8”
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BO-2 Coupling
Course Acme OD thread makes up easily with minimum risk of 
damage. Lift and suspension threads are available in standard 
tubing sizes and threads. Threaded type H back pressure valve 
prep standard.
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